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Appendix A: Sample Unit Maps 
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Appendix B: Pavement Analysis 





  

 

 
 
 
 
 
 
 
 

ARAPA 
  



ARA��Pavement��Analysis

Section: 2B7::APA::001 InspPCI: 100
Description: Apron��A InspPCI��Rating: Good
PaveType: AC InspDate: 10/26/2018
Area: 43,300 PCI��Family: 2019��MAINE��AC��APRON�rTLN

Built: 1/15/2013 NormalPCI: 89
Age: 6yr�� MSL: 70������

Work��History Year Thickness��(in) Type
1 2013 0.0 new��construction���r��ac
2 2013 3.0 surface��course���r��ac��(layer��construct)
3 2013 5.0 base��course���r��aggregate
4 2013 40.0 subbase���r��aggregate
5 � r � r�r
6 � r � r�r
7 � r � r�r
8 � r � r�r
9 � r � r�r

10 � r � r�r

Basic��Cause��of��Distress:
Traffic/Load: 0%
Age/Weather: 100% Total��Samples: 9
Other: 0% Insp.��Samples: 4

Extrapolated��Distress: Type Quantity Severity Units
1 #N/A �r�������������������������������������������������������������� 0
2 �����������������������������������������������r�����������������������������������������������r� r � r
3 �����������������������������������������������r�����������������������������������������������r� r � r
4 �����������������������������������������������r�����������������������������������������������r� r � r
5 �����������������������������������������������r�����������������������������������������������r� r � r
6 �����������������������������������������������r�����������������������������������������������r� r � r
7 �����������������������������������������������r�����������������������������������������������r� r � r
8 �����������������������������������������������r�����������������������������������������������r� r � r
9 �����������������������������������������������r�����������������������������������������������r� r � r

10 �����������������������������������������������r�����������������������������������������������r� r � r
11 �����������������������������������������������r�����������������������������������������������r� r � r
12 �����������������������������������������������r�����������������������������������������������r� r � r
13 �����������������������������������������������r�����������������������������������������������r� r � r
14 �����������������������������������������������r�����������������������������������������������r� r � r
15 �����������������������������������������������r�����������������������������������������������r� r � r
16 �����������������������������������������������r�����������������������������������������������r� r � r
17 �����������������������������������������������r�����������������������������������������������r� r � r
18 �����������������������������������������������r�����������������������������������������������r� r � r
19 �����������������������������������������������r�����������������������������������������������r� r � r
20 �����������������������������������������������r�����������������������������������������������r� r � r



ARA��Pavement��Analysis

Section: 2B7::APA::001 Description: Apron��A

M&R Action Year��/ ��Quantity Cost��($) Ending��PCI
Major � r � r � r � r
Minor � r � r�r�����������������������������������������������������������������r

1 � r � r � r � r
2 � r � r � r � r
3 � r � r�r �r
4 � r � r�r �r
5 � r � r�r �r
6 � r � r�r �r
7 � r � r�r �r
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ARA��Pavement��Analysis

Section: 2B7::APB::001 InspPCI: 92
Description: Apron��B InspPCI��Rating: Good
PaveType: AC InspDate: 10/26/2018
Area: 95,400 PCI��Family: 2019��MAINE��AC��APRON�rTLN

Built: 1/15/2009 NormalPCI: 82
Age: 10yr�� MSL: 70������

Work��History Year Thickness��(in) Type
1 2009 0.0 complete��reconstruction���r��ac
2 2009 3.0 surface��course���r��ac��(layer��construct)
3 2009 5.0 base��course���r��aggregate
4 2009 40.0 subbase���r��aggregate
5 � r � r�r
6 � r � r�r
7 � r � r�r
8 � r � r�r
9 � r � r�r

10 � r � r�r

Basic��Cause��of��Distress:
Traffic/Load: 0%
Age/Weather: 100% Total��Samples: 20
Other: 0% Insp.��Samples: 5

Extrapolated��Distress: Type Quantity Severity Units
1 l��&��t��crack 1,982������������������������������������������������������low Ft
2 �����������������������������������������������r�����������������������������������������������r� r � r
3 �����������������������������������������������r�����������������������������������������������r� r � r
4 �����������������������������������������������r�����������������������������������������������r� r � r
5 �����������������������������������������������r�����������������������������������������������r� r � r
6 �����������������������������������������������r�����������������������������������������������r� r � r
7 �����������������������������������������������r�����������������������������������������������r� r � r
8 �����������������������������������������������r�����������������������������������������������r� r � r
9 �����������������������������������������������r�����������������������������������������������r� r � r

10 �����������������������������������������������r�����������������������������������������������r� r � r
11 �����������������������������������������������r�����������������������������������������������r� r � r
12 �����������������������������������������������r�����������������������������������������������r� r � r
13 �����������������������������������������������r�����������������������������������������������r� r � r
14 �����������������������������������������������r�����������������������������������������������r� r � r
15 �����������������������������������������������r�����������������������������������������������r� r � r
16 �����������������������������������������������r�����������������������������������������������r� r � r
17 �����������������������������������������������r�����������������������������������������������r� r � r
18 �����������������������������������������������r�����������������������������������������������r� r � r
19 �����������������������������������������������r�����������������������������������������������r� r � r
20 �����������������������������������������������r�����������������������������������������������r� r � r



ARA��Pavement��Analysis

Section: 2B7::APB::001 Description: Apron��B

M&R Action Year��/ ��Quantity Cost��($) Ending��PCI
Major � r � r � r � r
Minor � r � r�r�����������������������������������������������������������������r

1 � r � r � r � r
2 � r � r � r � r
3 � r � r�r �r
4 � r � r�r �r
5 � r � r�r �r
6 � r � r�r �r
7 � r � r�r �r

0

10

20

30

40

50

60

70

80

90

100

2019 2024 2029 2034 2039

P
C

I

Year

MSL Major��M&R Minor��M&R No��Action Normal



ARA��Pavement��Analysis

Section: 2B7::CTA::001 InspPCI: 69
Description: Connecting��Taxiway��A InspPCI��Rating: Fair
PaveType: AC InspDate: 10/26/2018
Area: 11,700 PCI��Family: 2019��MAINE��AC��RW�rTW

Built: 1/15/2003 NormalPCI: 75
Age: 16yr�� MSL: 70������

Work��History Year Thickness��(in) Type
1 2003 0.0 complete��reconstruction���r��ac
2 2003 3.0 surface��course���r��ac��(layer��construct)
3 2003 5.0 base��course���r��aggregate
4 2003 40.0 subbase���r��aggregate
5 � r � r�r
6 � r � r�r
7 � r � r�r
8 � r � r�r
9 � r � r�r

10 � r � r�r

Basic��Cause��of��Distress:
Traffic/Load: 32%
Age/Weather: 68% Total��Samples: 2
Other: 0% Insp.��Samples: 2

Extrapolated��Distress: Type Quantity Severity Units
1 alligator 95����������������������������������������������������������������low SqFt
2 l��&��t��crack 388������������������������������������������������������������low Ft
3 l��&��t��crack 37����������������������������������������������������������������medium Ft
4 l��&��t��crack 48����������������������������������������������������������������high Ft
5 ravelling 19����������������������������������������������������������������medium SqFt
6 weathering 5,850������������������������������������������������������low SqFt
7 �����������������������������������������������r�����������������������������������������������r� r � r
8 �����������������������������������������������r�����������������������������������������������r� r � r
9 �����������������������������������������������r�����������������������������������������������r� r � r

10 �����������������������������������������������r�����������������������������������������������r� r � r
11 �����������������������������������������������r�����������������������������������������������r� r � r
12 �����������������������������������������������r�����������������������������������������������r� r � r
13 �����������������������������������������������r�����������������������������������������������r� r � r
14 �����������������������������������������������r�����������������������������������������������r� r � r
15 �����������������������������������������������r�����������������������������������������������r� r � r
16 �����������������������������������������������r�����������������������������������������������r� r � r
17 �����������������������������������������������r�����������������������������������������������r� r � r
18 �����������������������������������������������r�����������������������������������������������r� r � r
19 �����������������������������������������������r�����������������������������������������������r� r � r
20 �����������������������������������������������r�����������������������������������������������r� r � r



ARA��Pavement��Analysis

Section: 2B7::CTA::001 Description: Connecting��Taxiway��A

M&R Action Year��/ ��Quantity Cost��($) Ending��PCI
Major Major��M&R 2020 32,174�������������������������������������������������� 100
Minor All��Minor 2020 128��������������������������������������������������������������70

1 Crack��Sealing���r��AC 84����Ft 117�������������������������������������������������������������� �r
2 Surface��Seal 19����SqFt 12������������������������������������������������������������������ �r
3 � r � r�r �r
4 � r � r�r �r
5 � r � r�r �r
6 � r � r�r �r
7 � r � r�r �r
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ARA��Pavement��Analysis

Section: 2B7::CTB::001 InspPCI: 68
Description: Connecting��Taxiway��B InspPCI��Rating: Fair
PaveType: AC InspDate: 10/26/2018
Area: 46,900 PCI��Family: 2019��MAINE��AC��RW�rTW

Built: 1/15/2003 NormalPCI: 75
Age: 16yr�� MSL: 70������

Work��History Year Thickness��(in) Type
1 2003 0.0 complete��reconstruction���r��ac
2 2003 3.0 surface��course���r��ac��(layer��construct)
3 2003 5.0 base��course���r��aggregate
4 2003 40.0 subbase���r��aggregate
5 � r � r�r
6 � r � r�r
7 � r � r�r
8 � r � r�r
9 � r � r�r

10 � r � r�r

Basic��Cause��of��Distress:
Traffic/Load: 48%
Age/Weather: 45% Total��Samples: 9
Other: 7% Insp.��Samples: 3

Extrapolated��Distress: Type Quantity Severity Units
1 alligator 194������������������������������������������������������������low SqFt
2 depression 250������������������������������������������������������������low SqFt
3 l��&��t��crack 3,192������������������������������������������������������low Ft
4 rutting 288������������������������������������������������������������low SqFt
5 weathering 46,900������������������������������������������������ low SqFt
6 �����������������������������������������������r�����������������������������������������������r� r � r
7 �����������������������������������������������r�����������������������������������������������r� r � r
8 �����������������������������������������������r�����������������������������������������������r� r � r
9 �����������������������������������������������r�����������������������������������������������r� r � r

10 �����������������������������������������������r�����������������������������������������������r� r � r
11 �����������������������������������������������r�����������������������������������������������r� r � r
12 �����������������������������������������������r�����������������������������������������������r� r � r
13 �����������������������������������������������r�����������������������������������������������r� r � r
14 �����������������������������������������������r�����������������������������������������������r� r � r
15 �����������������������������������������������r�����������������������������������������������r� r � r
16 �����������������������������������������������r�����������������������������������������������r� r � r
17 �����������������������������������������������r�����������������������������������������������r� r � r
18 �����������������������������������������������r�����������������������������������������������r� r � r
19 �����������������������������������������������r�����������������������������������������������r� r � r
20 �����������������������������������������������r�����������������������������������������������r� r � r



ARA��Pavement��Analysis

Section: 2B7::CTB::001 Description: Connecting��Taxiway��B

M&R Action Year��/ ��Quantity Cost��($) Ending��PCI
Major Major��M&R 2020 128,972���������������������������������������������� 100
Minor � r � r�r�����������������������������������������������������������������r

1 � r � r � r � r
2 � r � r � r � r
3 � r � r�r �r
4 � r � r�r �r
5 � r � r�r �r
6 � r � r�r �r
7 � r � r�r �r
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ARA��Pavement��Analysis

Section: 2B7::CTB::002 InspPCI: 100
Description: Connecting��Taxiway��B InspPCI��Rating: Good
PaveType: AC InspDate: 10/26/2018
Area: 10,650 PCI��Family: 2019��MAINE��AC��RW�rTW

Built: 2/15/2009 NormalPCI: 85
Age: 10yr�� MSL: 70������

Work��History Year Thickness��(in) Type
1 2009 0.0 complete��reconstruction���r��ac
2 2009 0.0 complete��reconstruction���r��ac
3 2009 3.0 surface��course���r��ac��(layer��construct)
4 2009 5.0 base��course���r��aggregate
5 2009 40.0 subbase���r��aggregate
6 � r � r�r
7 � r � r�r
8 � r � r�r
9 � r � r�r

10 � r � r�r

Basic��Cause��of��Distress:
Traffic/Load: 48%
Age/Weather: 52% Total��Samples: 3
Other: 0% Insp.��Samples: 3

Extrapolated��Distress: Type Quantity Severity Units
1 #N/A �r�������������������������������������������������������������� 0
2 �����������������������������������������������r�����������������������������������������������r� r � r
3 �����������������������������������������������r�����������������������������������������������r� r � r
4 �����������������������������������������������r�����������������������������������������������r� r � r
5 �����������������������������������������������r�����������������������������������������������r� r � r
6 �����������������������������������������������r�����������������������������������������������r� r � r
7 �����������������������������������������������r�����������������������������������������������r� r � r
8 �����������������������������������������������r�����������������������������������������������r� r � r
9 �����������������������������������������������r�����������������������������������������������r� r � r

10 �����������������������������������������������r�����������������������������������������������r� r � r
11 �����������������������������������������������r�����������������������������������������������r� r � r
12 �����������������������������������������������r�����������������������������������������������r� r � r
13 �����������������������������������������������r�����������������������������������������������r� r � r
14 �����������������������������������������������r�����������������������������������������������r� r � r
15 �����������������������������������������������r�����������������������������������������������r� r � r
16 �����������������������������������������������r�����������������������������������������������r� r � r
17 �����������������������������������������������r�����������������������������������������������r� r � r
18 �����������������������������������������������r�����������������������������������������������r� r � r
19 �����������������������������������������������r�����������������������������������������������r� r � r
20 �����������������������������������������������r�����������������������������������������������r� r � r



ARA��Pavement��Analysis

Section: 2B7::CTB::002 Description: Connecting��Taxiway��B

M&R Action Year��/ ��Quantity Cost��($) Ending��PCI
Major � r � r � r � r
Minor � r � r�r�����������������������������������������������������������������r

1 � r � r � r � r
2 � r � r � r � r
3 � r � r�r �r
4 � r � r�r �r
5 � r � r�r �r
6 � r � r�r �r
7 � r � r�r �r
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ARA��Pavement��Analysis

Section: 2B7::RWY1836::001 InspPCI: 76
Description: Runway��18�r36 InspPCI��Rating: Satisfactory
PaveType: AC InspDate: 10/26/2018
Area: 400,250 PCI��Family: 2019��MAINE��AC��RW�rTW

Built: 1/15/2003 NormalPCI: 75
Age: 16yr�� MSL: 70������

Work��History Year Thickness��(in) Type
1 2003 0.0 complete��reconstruction���r��ac
2 2003 3.0 surface��course���r��ac��(layer��construct)
3 2003 5.0 base��course���r��aggregate
4 2003 40.0 subbase���r��aggregate
5 � r � r�r
6 � r � r�r
7 � r � r�r
8 � r � r�r
9 � r � r�r

10 � r � r�r

Basic��Cause��of��Distress:
Traffic/Load: 0%
Age/Weather: 74% Total��Samples: 80
Other: 26% Insp.��Samples: 9

Extrapolated��Distress: Type Quantity Severity Units
1 corrugation 3,851������������������������������������������������������low SqFt
2 l��&��t��crack 24,175������������������������������������������������ low Ft
3 l��&��t��crack 2,686������������������������������������������������������medium Ft
4 �����������������������������������������������r�����������������������������������������������r� r � r
5 �����������������������������������������������r�����������������������������������������������r� r � r
6 �����������������������������������������������r�����������������������������������������������r� r � r
7 �����������������������������������������������r�����������������������������������������������r� r � r
8 �����������������������������������������������r�����������������������������������������������r� r � r
9 �����������������������������������������������r�����������������������������������������������r� r � r

10 �����������������������������������������������r�����������������������������������������������r� r � r
11 �����������������������������������������������r�����������������������������������������������r� r � r
12 �����������������������������������������������r�����������������������������������������������r� r � r
13 �����������������������������������������������r�����������������������������������������������r� r � r
14 �����������������������������������������������r�����������������������������������������������r� r � r
15 �����������������������������������������������r�����������������������������������������������r� r � r
16 �����������������������������������������������r�����������������������������������������������r� r � r
17 �����������������������������������������������r�����������������������������������������������r� r � r
18 �����������������������������������������������r�����������������������������������������������r� r � r
19 �����������������������������������������������r�����������������������������������������������r� r � r
20 �����������������������������������������������r�����������������������������������������������r� r � r



ARA��Pavement��Analysis

Section: 2B7::RWY1836::001 Description: Runway��18�r36

M&R Action Year��/ ��Quantity Cost��($) Ending��PCI
Major Major��M&R 2022 1,100,660�������������������������������������� 100
Minor All��Minor 2020 3,707������������������������������������������������������80

1 Crack��Sealing���r��AC 2686����Ft 3,707�������������������������������������������������������� �r
2 � r � r � r � r
3 � r � r�r �r
4 � r � r�r �r
5 � r � r�r �r
6 � r � r�r �r
7 � r � r�r �r
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ARA��Pavement��Analysis

Section: 2B7::TLA::001 InspPCI: 83
Description: Taxilane��A InspPCI��Rating: Satisfactory
PaveType: AC InspDate: 10/26/2018
Area: 12,050 PCI��Family: 2019��MAINE��AC��APRON�rTLN

Built: 1/15/2013 NormalPCI: 89
Age: 6yr�� MSL: 70������

Work��History Year Thickness��(in) Type
1 2013 0.0 new��construction���r��ac
2 2013 3.0 surface��course���r��ac��(layer��construct)
3 2013 5.0 base��course���r��aggregate
4 2013 40.0 subbase���r��aggregate
5 � r � r�r
6 � r � r�r
7 � r � r�r
8 � r � r�r
9 � r � r�r

10 � r � r�r

Basic��Cause��of��Distress:
Traffic/Load: 0%
Age/Weather: 100% Total��Samples: 3
Other: 0% Insp.��Samples: 3

Extrapolated��Distress: Type Quantity Severity Units
1 l��&��t��crack 723������������������������������������������������������������low Ft
2 �����������������������������������������������r�����������������������������������������������r� r � r
3 �����������������������������������������������r�����������������������������������������������r� r � r
4 �����������������������������������������������r�����������������������������������������������r� r � r
5 �����������������������������������������������r�����������������������������������������������r� r � r
6 �����������������������������������������������r�����������������������������������������������r� r � r
7 �����������������������������������������������r�����������������������������������������������r� r � r
8 �����������������������������������������������r�����������������������������������������������r� r � r
9 �����������������������������������������������r�����������������������������������������������r� r � r

10 �����������������������������������������������r�����������������������������������������������r� r � r
11 �����������������������������������������������r�����������������������������������������������r� r � r
12 �����������������������������������������������r�����������������������������������������������r� r � r
13 �����������������������������������������������r�����������������������������������������������r� r � r
14 �����������������������������������������������r�����������������������������������������������r� r � r
15 �����������������������������������������������r�����������������������������������������������r� r � r
16 �����������������������������������������������r�����������������������������������������������r� r � r
17 �����������������������������������������������r�����������������������������������������������r� r � r
18 �����������������������������������������������r�����������������������������������������������r� r � r
19 �����������������������������������������������r�����������������������������������������������r� r � r
20 �����������������������������������������������r�����������������������������������������������r� r � r



ARA��Pavement��Analysis

Section: 2B7::TLA::001 Description: Taxilane��A

M&R Action Year��/ ��Quantity Cost��($) Ending��PCI
Major Major��M&R 2025 33,137�������������������������������������������������� 100
Minor � r � r�r�����������������������������������������������������������������r

1 � r � r � r � r
2 � r � r � r � r
3 � r � r�r �r
4 � r � r�r �r
5 � r � r�r �r
6 � r � r�r �r
7 � r � r�r �r
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ARA��Pavement��Analysis

Section: 2B7::TLB::001 InspPCI: 88
Description: Taxilane��B InspPCI��Rating: Good
PaveType: AC InspDate: 10/26/2018
Area: 23,400 PCI��Family: 2019��MAINE��AC��APRON�rTLN

Built: 1/15/2013 NormalPCI: 89
Age: 6yr�� MSL: 70������

Work��History Year Thickness��(in) Type
1 2013 0.0 new��construction���r��ac
2 2013 3.0 surface��course���r��ac��(layer��construct)
3 2013 5.0 base��course���r��aggregate
4 2013 40.0 subbase���r��aggregate
5 � r � r�r
6 � r � r�r
7 � r � r�r
8 � r � r�r
9 � r � r�r

10 � r � r�r

Basic��Cause��of��Distress:
Traffic/Load: 0%
Age/Weather: 100% Total��Samples: 4
Other: 0% Insp.��Samples: 3

Extrapolated��Distress: Type Quantity Severity Units
1 l��&��t��crack 918������������������������������������������������������������low Ft
2 �����������������������������������������������r�����������������������������������������������r� r � r
3 �����������������������������������������������r�����������������������������������������������r� r � r
4 �����������������������������������������������r�����������������������������������������������r� r � r
5 �����������������������������������������������r�����������������������������������������������r� r � r
6 �����������������������������������������������r�����������������������������������������������r� r � r
7 �����������������������������������������������r�����������������������������������������������r� r � r
8 �����������������������������������������������r�����������������������������������������������r� r � r
9 �����������������������������������������������r�����������������������������������������������r� r � r

10 �����������������������������������������������r�����������������������������������������������r� r � r
11 �����������������������������������������������r�����������������������������������������������r� r � r
12 �����������������������������������������������r�����������������������������������������������r� r � r
13 �����������������������������������������������r�����������������������������������������������r� r � r
14 �����������������������������������������������r�����������������������������������������������r� r � r
15 �����������������������������������������������r�����������������������������������������������r� r � r
16 �����������������������������������������������r�����������������������������������������������r� r � r
17 �����������������������������������������������r�����������������������������������������������r� r � r
18 �����������������������������������������������r�����������������������������������������������r� r � r
19 �����������������������������������������������r�����������������������������������������������r� r � r
20 �����������������������������������������������r�����������������������������������������������r� r � r



ARA��Pavement��Analysis

Section: 2B7::TLB::001 Description: Taxilane��B

M&R Action Year��/ ��Quantity Cost��($) Ending��PCI
Major Major��M&R 2028 64,348�������������������������������������������������� 100
Minor � r � r�r�����������������������������������������������������������������r

1 � r � r � r � r
2 � r � r � r � r
3 � r � r�r �r
4 � r � r�r �r
5 � r � r�r �r
6 � r � r�r �r
7 � r � r�r �r
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Appendix C: PCI Distress Report 
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Appendix D: Distress Identification 
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��
This��appendix��lists��and��describes��distress��types��most��commonly��identified��during��the��PCI��inspections��of��
Maine��airports.����Note��that��the��pictures��provided��in��this��appendix��are��for��illustration��purposes��and��do��not��
necessarily��reflect��the��conditions��or��pavements��at��this��airport.����Descriptions��and��measurement��
inspection��criteria��are��provided��herein.����
��
Flexible (Asphalt) Pavement Distress 

��
Example of Longitudinal and Transverse Cracking (L&T cracking) 

��
��
Longitudinal��and��transverse��cracks��are��caused��by��pavement��aging,��by��construction,��and��by��subsurface��
movement.����Aging��occurs��as��pavement��loses��some��of��its��components��to��the��atmosphere��and��becomes��
more��brittle.����Consistent��application��of��pavement��sealcoats��can��help��to��prevent��the��occurrence��of��age��
related��cracks.����Cracks��will��also��develop��along��poorly��constructed��paving��lane��joints.����Ensuring��that��joints��
are��made��when��both��sides��are��still��hot,��and��near��the��same��temperature,��is��one��of��the��best��ways��to��
mitigate��this��potential��problem.����Seasonal��movement��caused��by��changes��in��moisture��content��or��
temperature��differences��can��also��cause��pavement��cracks.����Asphalt��pavement��placed��over��a��PCC��
pavement��or��cement��stabilized��base��course��may��evidence��reflective��cracking��from��the��underlying��
material.����Longitudinal��and��transverse��cracks��are��not��caused��by��wheel��loads,��although��traffic��may��
worsen��their��condition.��
��
Low��severity��longitudinal��and��transverse��cracks��are��less��than��¼��inch��wide,��or��if��sealed��with��suitable��filler��
material��in��satisfactory��condition��can��be��any��width,��less��than��3��inches,��if��they��are��not��spalled.����
Maintenance��usually��is��not��indicated��for��low�rseverity��cracking.����Moderately��spalled��cracks��and��cracks��
wider��than��¼��inch��which��are��not��satisfactorily��sealed��are��at��medium��severity.����Medium�rseverity��cracks��
should��be��sealed��with��a��high�rquality��crack��filling��material.����Severely��spalled��cracks��and��cracks��wider��than��
3��inches��are��at��high��severity.����High�rseverity��L&T��cracks��normally��require��patching.����
��
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